
UNDERSTANDING WATERPROOFING ESSENTIALS

resistance surfaces is not as easy 
as it seems. Lack of knowledge leads 

problem occurs may lead to higher 
repair costs in the long run. As such, 

professionals and homeowners 

a long-term investment to safeguard 
their spaces as and when such 
issues arise.   

to ensure that the building remains structurally intact and maintains 

prevent recurring issues such as dampness and leakage that 

to repair the recurring damages from the cracks, blisters and 
mould caused by damp surfaces will incur an increased cost 

that may arise from excess moisture in the air. 

COMMON MISCONCEPTIONS

within the building (e.g. kitchen, bathroom, swimming pools, 

WHAT TO CONSIDER BEFORE WATERPROOFING

are not rusty. Proper sealants should be used around the joints 
to ensure that any unwanted leakage does not occur, as it may 

    

to seal bends and joints around vents), skylights and chimneys to 

may lead to water leakage into the building which may lead to 

WATERPROOFING DO’S
A sturdy structural design

moisture in the area. For example, the more quickly a cladding 
system can dissipate water, the greater its capacity to resist 
water intrusion. However, where there is complicated detailing 

will be less resistant to water leakages.

and the use durable materials such as concrete and marine-
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in partnership with Nippon Paint Malaysia. 

wall system will require even higher level of performance and 

against nuisance water, contaminated vapours and methane gas.

Sealant failures are common hence regular maintenance is 
necessary to prevent water intrusion within the failure of 

that are not easily maintained should have a service life equal 
to the overall cladding system. 

Factors such as cost, durability, and appropriate detailing 

durable despite the higher cost.

WATERPROOFING DON’TS 

spaces. Materials or cladding components shouldn’t exceed the 
performance limits. For example, a cladding system within a 

moisture loads will be higher as it will be exposed to more 
sunlight and rainwater. If the material used is that of commonly 

   

is typically concentrated at the top of the wall and at the corners. 

walls, a sloped wall assembly should be treated like a roof from 

recurring issues. 

Waterproof performance relies on appropriate detailing and 

requirements of each type of surface. 

NIPPON PAINT WATERPROOFING

by keeping interior and exterior areas dry and safe. It is important 

market research and technology, having worked with its 

various surfaces. Nippon Paint has contributed to various projects 
such as iconic landmarks across the globe including the Hong 
Kong-Zhuhai-Macau Bridge, the Beijing-Shanghai high-speed 
train, the Shanghai Tower and the Three Gorges Dam.

problems. NIPPON LM PUSIL, for example, has excellent 

the moisture in the atmosphere to form an elastomeric seamless 
waterproof membrane, with a one-hour early rain resistance. It 

as cold days and on damp surfaces. 

• 

• 
• Resistant to standing water
• Early rain resistant
• Excellent adhesion on most substrates
• 
• Single liquid component and ready to use
• 
• 
• Non-shrinkage
• Excellent weathering and UV stable
• Non-hazardous, solvent free and isocynate free
•  

and odourless

needs today: 
Customer Careline: 1800-88-2663
E-mail: customercare@nipponpaint.com.my 
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